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DM IP Configuration (Optional)

How to register a base to DM

1

2

Enter the IP address of DM in the DM IP field, and confirm the action.

Access the web user interface of the base, and go to Status > Base Mode.

The base appears in the Base Station Standby list of the DM. You can manually register it to your DECT multi-cell system.

Q: When do I need to 

configure DM IP

A: In the non-multicast 

network, the DECT 

manager cannot 

automatically recognizes 

the base stations only 

when the IP address of 

DM is configured to the 

base station.

In the multicast 

network, the DECT 

manager automatically 

recognizes the base 

stations within the 

network.

Operation tips：

Base web

DM web



Base Stations Registration

How to register a base to DM

1

2 In the Base Station Standby list, click      next to the base station.

Access the web user interface of the DM/VIM, and go to Base Station > Base Station Registration.

The base appears in the Connected Base Stations list of the DM.  

3

Edit the corresponding information of the base station, and confirm the action.

 Name / Location: Enter a 

name or description for the 

base station. (Value: String 

within 32 characters)

 Cluster: Number of the 

cluster to which the base 

station belongs.

 Sync Level: Sync level 

within the sync hierarchy. 

You do not need to set the 

sync level if the Sync Tree 

Mode is set to Auto.

 Active Base Station: 

Activates or deactivates the 

base station.

 Sync Type: Sync type of the 

base station.

• DECT

• LAN

 IP Address Type: If the IP 

address type is Static IP, 

you have to enter the IP 

address, subnet mask, and 

default gateway.

Note: During configuration, 

assign one sync level to each 

base. Sync level 1 is the highest 

level, which is the level of the 

sync master and appears only 

once in each cluster.



Base Stations Edit

How to register a base to DM

1

2 In the Connected Base Stations list, click      next to the base station.

Access the web user interface of the DM/VIM, and go to Base Station > Base Station Settings.

3

Edit the corresponding information of the base station, and confirm the action.

 Name / Location: Enter a 

name or description for the 

base station. (Value: String 

within 32 characters)

 Cluster: Number of the 

cluster to which the base 

station belongs.

 Sync Level: Sync level 

within the sync hierarchy. 

You do not need to set the 

sync level if the Sync Tree 

Mode is set to Auto.

 Active Base Station: 

Activates or deactivates the 

base station.

 LAN Master: Enables or 

disables the level 1 base of 

the cluster to be the LAN 

master of the DECT 

manager.

 Ext PTP Master: Enables or 

disables the PTP 

synchronization on the LAN 

master to synchronize 

external switches.

 IP Address Type: If the IP 

address type is Static IP, 

you have to enter the IP 

address, subnet mask, and 

default gateway.



Related Parameters

How to register a base to DM

features.dect_management.ip_address

station.X.name

station.X.sync.cluster

station.X.sync.level

station.X.active

station.X.lan_master.enable

station.X.ext_ptp.enable

station.X.sync.type

static.station.X.network.type

static.station.X.network.ip

static.station.X.network.mask

static.station.X.network.gateway



Visit support.yealink.com for more information.


